
Woodworking Vice 
Plain Screw

Manufactured from close-grained grey 
cast iron for long trouble free service. 
Precision machined housings for 
smooth sliding movement

Accurately fitted solid steel guide rods 
reduce wear and tear giving the vices a 
smooth and true parallel action, free of 
side or cross deflection

Jaws are equipped with a “TOE – IN” 
feature. When fully closed, the jaws 
meet only at the top to provide even 
clamping on the whole depth of the 
work piece

TOE - IN

Square body seating for easy fitment 
under the bench top so that jaws are 
flush with the bench top

Steel main screw has Buttress threads 
for smooth, accurate and responsive 
adjustment

Body and sliding jaw have provision for 
attaching wooden liners to protect the 
vice, the work piece and working tools

Available in two types:
a. Heavy Duty 
  Full Size Workshop Vices
 Especially useful for large sized jobs 

in workshops
b. Home Carpenter’s Vices 
 Light weight vices for the amateur 

home carpenter or the young 
woodworker, yet robust enough 
for the professional who needs a 
compact vice for smaller work

Heavy Duty
Workshop Vice

Home Carpenter's 
Vice

CAT
NR.

ORD 
NR.

JAW WIDTH JAW OPENING NET WT BOX 
QTY.(INCH) (MM) (INCH) (MM) (KG)

HEAVY DUTY FULL SIZE WORKSHOP VICES

WWV/150 39000 6 150 4.1/2 115 2.300 12

 ºWWV/175 39001 7 175 8 200 7.250 3

WWV/225 39002 9 225 13 330 13.750 1

HOME CARPENTER’S VICES

WWV/EC/175 39004 7 175 6 150 2.5000 6

WWV/EC/225 39005 9 225 9 225 5.5000 4

ORDERING INFORMATION

º Best Seller

WWV

WWV-EC


